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WARNING!

Never look at the Sun without special eye protection. Always use solar eclipse glasses when viewing
a solar eclipse and any part of the Sun is visible. Direct observation of the Sun can cause permanent
damage if proper precautions are not taken. Appropriate eye protection specifically designed for
observing the Sun is essential and must be worn to prevent harmful solar rays from reaching the
eyes.

DISPOSE OF GLASSES AFTER 3 YEARS AT THE LATEST AND DO NOT USE THEM AGAIN!

General Use

The BRESSER Solar Eclipse Glasses are designed for the safe observation of the Sun’s surface. This allows safe
observation of solar eclipses, sunspots, planetary transits, and passing aeroplanes.

Remove the BRESSER Solar Eclipse Glasses from the packaging. Pre-punched creases are located to the left
and right of the glasses’ viewing windows. These are used to adjust the glasses to the desired head size. Fold
the glasses on both sides at the pre-punched creases that suit you. Ensure a secure fit and good wearing
comfort. The colour printed side of the glasses must face the Sun for observation.

The BRESSER Solar Eclipse Glasses produce a yellowish to orange solar image and allow comfortable
observation of the Sun.



Safety Instructions

Inspect the solar filters of the solar eclipse glasses before each use and ensure they are not damaged. Hold them
up to a strong light source to detect any scratches, cracks, and/or holes. Do not use the solar eclipse glasses for
solar observation if the solar filters are even slightly damaged. In such a case, the glasses must be discarded!
Never look at the Sun without tested protective filters. A Moon filter or welding safety glass cannot be used
for solar observation. Failure to comply will immediately result in severe eye damage, up to and including total
blindness!

Children must not look at the Sun, even with solar eclipse glasses, without supervision! Never leave children
unsupervised.

Do not observe the Sun after eye surgery or with other eye conditions without prior medical advice.

Wrinkles or slight creases on the film are technically unavoidable and do not constitute a product defect unless
they result in damage (see above).

Do not expose the glasses to temperatures above 40° C!

Cleaning and Maintenance

Only clean the film filters of the solar eclipse glasses if it is absolutely necessary! Use a lint-free, non-scratching
cloth for cleaning and, if necessary, dampen it slightly with clear water. Wipe the film very carefully and without
pressure. Keep in mind that the film is very delicate and must not be used if even slightly damaged!

To prevent premature ageing of the filter film, store the solar eclipse glasses in a light-protected environment
when not in use and do not expose them to temperatures above 40° C.



Warranty & Service

The regular warranty period is 2 years and starts on the day of purchase. The complete warranty terms, as well
as information on warranty extensions for certain products and our services, can be found at www.bresser.de/
garantiebedingungen.

Technical Specifications

Meets the requirements of the ISO 12312-2:2015(E) for filters for direct observation of the sun
following standards, regulations, | EN 1836:2005 + A1: 2007 for E15 filters for direct observation of the sun
and directives: AS/NZS 1338.1:2012 for filters for eye protection

EU PPE 2016/425 for personal protective equipment

EU product type examination by: | CCQS Certification Services Ltd., Ireland (certification body no.: 2834)

Manufacturer Information: American Paper Optics, LLC for BRESSER GmbH, Rhede, Germany / ©2025
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a) Reports are issued pursuant to AF 1.4-03 “ICS Terms and Conditions ™ (the final page of this report, unnumbered)

b) The confents of this test report are confidential. Reproduction of the report is prohibited except in full (this cover page,
numbered body pages & ICS AF 1.4-03), unless approved in writing by ICS Laboratories, Inc.

¢) Unless otherwise indicated, the test results contained in this report apply only to the samples tested and not to lots or
batches from which they were taken.

d) Where applicable, test data provided by subcontractor is uniquely identified in the test report.

e) Where applicable, test data not covered under our ISO/IEC 17025 Accredi is uniquely ified in the test report.

WARNIVG: This Tet Report may contain tschnical data whase export is restricted by the Arms Export Control Act (Tule 22, US. C. Sec 2751, ot seq) or the Export
Administration Act of 1070, as amended, Tidle 50, U.S.C, App. 401 et seq. and which may not be exported, released or disclosed to non-U.S. persons fi.e. persans who ars not
U5 citizens or lawul permanent residents ["green card" holders]) inside or outside the United States, without first obiaining an export license. Violations of these axport laws
are subject to severs civil criminal and administrative penalries.

ICS Laboratories, Inc. #1072 Industrial Parkway North # Brunswick, Ohio 44212 USA
Phone: 330.220.0515 Fax: 330.220.0516

The full test report can be viewed at www.bresser.de/download/4701200/1S0/4701200_ISO.pdf.
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