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1. Instructions

1.1 General Description

This camera, a digital scouting camera, is a surveillance ca-
mera working automatically. It can be triggered at once by
any movement of human (or animals) in a certain region of
interested (ROI) monitored by a high sensitive Passive Inf-
rared (PIR) motion sensor, and then automatically captures
high quality pictures (up to 16 MP interpolated) or records
Full HD video clips according to default settings or preset
customer settings.

It takes color pictures or videos in sufficient daylight. While
at dark night, the built-in infrared LEDs function as flash light,
the camera then takes clear pictures or videos (monochrome).
If the machine is oparated with lithium AA batteries, an ope-
rating time of up to 6 month can be achieved in the standby
mode.

It is resistant against water and snow for outside uses.
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1.1 Scope of delivery

© Digital camera, @ Fliigelschrauben, € Unterlegschei-
ben, @ mounting rod, @ Ball head, @ USB cable,

@ Mounting belt, Instruction manual
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1.3 Camera 1/0 Interfaces

The camera has the following /0 interfaces: Mini USB con-

nector, SD-card slot and external DC power connector. On
the head of camera, there is a lock hole for theft-protection.

1.4 External components

1. Objective lens

The Camera’s images / video are recorded through the
lens. Ensure that this area of the camera is always kept
clean.

Clean the lenses only with a soft, lint-free cloth, (e.g. mi-
crofibre cloth). To avoid scratching the lenses, use only
gentle pressure with the cleaning cloth.

To remove more stubborn dirt, moisten the cleaning cloth
with an eyeglass-cleaning solution and wipe the lenses
gently.

2. Red LED power indicator

This LED blinks for approximately 15 seconds when the
camera is in switched on. When the blinking stops, the
camera has completed its standby time and will now take
photographs or videos according to the camera settings.

3. Infrared Lighting

The infrared diodes, arranged in arrays, allow images and
videos to be taken at night (black and white images).
Hence, if night-time operation is envisaged, the camera
should be positioned such that these are not obscured by
branches or similar when setting up the camera. When set-
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ting up the camera, it should be ensured that no objects are
positioned too close to the camera, as the reflection crea-
ted at short distances by the infrared lighting can cause
overexposure.

As a rule, the game will not notice the infrared lighting. The
spots illuminated around the camera are also invisible to
the naked human eye.

4. Motion Sensor (PIR)

The motion sensor is attached to the front of the camera,
such that any movements in front of the camera within an
angle of 55° can be recorded. When setting up the camera,
it should be positioned such that this angle is not obscured
by branches or similar, in order to guarantee the operation
of the camera. The motion sensor has a range of approxi-
mately 2 metres.

5. Padlock* eyelet*
A padlock* can be inserted through this eyelet for additi-
onal security.

*nicht im Lieferumfang enthalten
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6. Casing latch

The casing of the camera can be opened at the casing latch
with its staple, in order to gain access to the operator cont-
rols and the battery compartment inside.

7. Connection socket for external 6V DC power supply
(power supply unit and mains adapter not supplied)

8. Battery compartment (8x AA batteries)
Opened from the inside via the push button.

9. Tripod connection socket
Standard 1/4" tripod thread



(B BRESSER

10. Display
11. USB connector

1.5 Operator controls

The following operator controls are located inside the camera:
12. "MENU"-Key

13. Arrow key UP Y

14. Arrow key DOWN K2

15. "OK"-Key

16. "MODE"-Key

17. Power switch (ON, TEST/SETUP, OFF)

The Power switch is used to select the 3 operating modes:
ON, Test/Setup and OFF.

18. Buckle for mounting belt
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19. PUSH-Key for battery compartment
20. Battery compartment tray
21. SD-Card slot
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Test/Setup Mode

Settings can only be made in Test/Setup mode. The MENU
button is used to enter the setup mode or to exit the setup
mode. Press the "OK" key to manually take a photo or to
record a video.

With the MODE key you can playback photos or videos in
the setup mode. To do this, press the MODE button twice
to enter Playback Mode.

1.6 Supported formats

Here are some important notices. You don't need to wor-
ry about the file system format of the camera unless you
have problems with reading the SD-card with your other
equipment. If this happens, please format the SD-card on a
computer or inside the camera.

Item Format
Image JPG
Video AVl
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1.7 Description of button functions

OFF: Power off

TEST: Users can set, view and test set-
tings or play back photos and videos.
ON: Monitor the recording mode. In

this mode, the camera switches to Auto
Surveillance and Capture mode and auto-
matically records photos or videos.

@)= | Display menu, or go back one step.
w® Navigate up or go forward to next photo

or video

Navigate down or go backwards to
previous photo or video

Confirm and execute.

Switching between Photo Mode/Video
Mode or Playback Mode

Press this button to eject the battery
compartment tray.

1.7 Display

Photo mode:
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. Photo mode

. Picture size

. Number of photos left to take
. SD card inserted

. Battery capacity indicator

. Video mode

. Video resolution

. Video time

. Date

10. Time

11. Ambient temperature

12. Moon phase (visible on the saved image)

W OoONSOGEWN=

2. Caution!

+ The working voltage of the camera is 6V. The camera is
supplied by 8 AA batteries*.

+ ltis also possible to operate the camera with only 4 AA
batteries.

+ Please install batteries according to shown polarity.

- For camera operation an SD-card* (up to 32 GB) is needed.

+ Please unlock the write-protect before inserting the SD-card.

+ Please insert the SD-card when the power switch is at
OFF position before testing the camera. The camera has
no internal memory for saving images or videos.

*not included with your purchase
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+ Please do not insert or take out the SD-card when the
power switch is at ON position.

+ It is recommended to use the camera to format the SD-
card when used for the first time.

+ The camera will be in USB mode when connected to a
USB port of a computer. In this case, the SD-card func-
tions as a removable disk.

3. Main operations

3.1 Power supply

The camera operates on 6V DC voltage. Powercan be sup-
plied using batteries* (4 or 8 x AA batteries) or via an ex-
ternal power adapter*.

NOTE:

The camera can be operated simultaneously with batteries
and power adapter. The "ON" mode will not work if only
power adapter is used, and no batteries are inserted. When
operated with batteries and power adpater together, the
camera will operate using the power adapter first, with bat-
teries as backup power.

Battery Operation
Release the casing latch and open the camera. Press the



(B BRESSER

PUSH button to eject the battery compartment tray. Insert
4 or 8 AA batteries* into the battery compartment. Ensure
that the poles of the batteries (+/-) have been correctly posi-
tioned, as indicated in the battery compartment.

We recommend using high-quality alkaline or lithium batte-
ries. The battery charge is shown by the battery icon at the
bottom left of the preview and navigation screen.

ATTENTION! If you are not using the camera, remove the
batteries from the battery compartment or disconnect the
camera from the external power supply. Remove run-down
batteries from the camera immediately.

Operation via a Power Adapter*

Use only the correct adapter with a suitable jack and the
correct operating voltage for the external power supply
(AC 100V-240V/50-60HZ). When used in outdoor areas,
this should be weatherproof. When setting up the came-
ra, take particular care with an external power supply that
the connection points also do not come into contact with
water while in operation. When not in use, disconnect the
camera from the power supply.

ATTENTION! The manufacturer accepts no liability or gua-
rantee for damage caused by improperly used adapters or
the use of the incorrect operating voltage.

3.2 Insert the SD-card*

Insert an SD card into the camera before you start operating
the camera. (Camera's power switch is in the OFF position).
Open the camera. Insert SD-card into the card slot with the
unmarked side facing upwards. Please note that the SD-card
can only be plugged in in one direction. Make sure that the
write-protect switch of the SD-card is in the “write” position;
otherwise the camera can not take images or videos.

3.3 Location
VR R 1. Use the mounting strap to
attach the camera to a tree, for
example.

2. Before monitoring, please
set functions and parameters
in photo/video mode, then
press the slide button to "ON".
5-10 seconds later, the camera
will start normal operation in

observation mode.

Note: The maximum distance of the IR lights is 1 meter.
Avoid direct backlighting.

*not included with your purchase
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Mounting at the birdhouse
You need: Battery drill, drill attachment
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3.4 Power on the Camera
Before switching on, please pay attention to the following:

1. Avoid temperature and motion disturbances in front of
the camera such as big leaf, curtain, air-conditioner, air
outlet of a chimney or other heat sources to prevent fal-
se triggering.

2. The height from ground for placing the camera should
vary with the object size appropriately.

3. Slide the power switch to the ON position to power on
the camera.

After switching on the camera, the indicator LED (red) will
blink for about 15s. The 15s is a buffering time before au-
tonomic capturing of photos or videos, e.g. for closing and
locking the bottom cover, fixing the camera on a tree and
walk away.

3.5 Enter into the TEST/SETUP Mode

To make custom settings, the TEST/SETUP mode of the
camera must be activated. Slide the Power/Mode Switch
from the position "OFF" to the "TEST" position.
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Various functions such as user-specific settings or manual
recording can then be controlled via the inside keypad.

NOTE:

Always move the power switch from the "OFF" position to
the "TEST" position. The camera may not switch to TEST/
SETUP mode if you move the switch from the "ON" position
to the "TEST" position. If this occurs, move the switch to
the "OFF" position and slide it back to the "TEST" position.

3.5.1 Manual capturing

In TEST/SETUP mode it is easily possible to capture pictu-
res or videos manually.

Take a picture: Press the MODE button to switch to Photo
mode. Then press the OK button to take a photo.

Record a video: Press the MODE button to switch to video
mode. Then press the OK button to record a video. Press
the OK button again to stop recording.

3.5.2 View images or videos

In TEST/SETUP mode: Press MODE key two times, to enter
playback mode. Use the UP or DOWN keys to view photos.
Select video files and press the OK key to playback.
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On a Computer: In ON mode connect the camera with a
computer using the supplied USB cable. The device will be
shown as a flash drive and you can easily start viewing
images on the computer's screen.

3.6 Power off
Switch the ON/OFF lever to OFF position to power off the
camera. Please note that even in the OFF mode, the ca-
mera still consumes certain power at pA level. Therefore,
please remove the battery if the camera will not be used
for a long time.

4. Advanced operations

From the basic operations of the camera in the previous
chapter, we know that the camera has three basic opera-
tion modes:

1. OFF Mode: Power switch is in OFF position.
2. ON Mode: Power switch is in ON position.
3. TEST/SETUP
Mode: Power switch is in “SETUP” position

The OFF mode is the specified safe mode for replacing
the SD-card or batteries and transporting the camera.

ATTENTION: Replace SD-card only in OFF mode!

4.1 Settings

To make any specific settings, an SD-card must be
inserted. Then, change into the TEST/SETUP mode as
explained before.

Below the display are the function keys with the following
functions:

+ Press the menu key to switch between status mode or
Setup mode.

« In Status mode, the OK button is used to manually take
photos or videos, in the setup mode, confirm the setting
by pressing the OK button.

* In Setup mode the keys MY or K are used to select sub-
menus, set values for date / time value.
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4.2 Default Settings
List of menu items and their settings:
Menu items Setting Description:
Mode Photo, Video, Photo & video There are three camera modes: Photo, Video and Photo & Video
Delay 2-30 sec. The interval for the triggering of the camera can be adjusted. This
1-30 min adjusts how quickly an image is captured consecutively. The motion
sensor of the camera is then turned off for the specified period
in between. This prevents the card from folling up with too many
redundant images.
PIR Sensitivity High, middle, low Select the sensitivity of the PIR trigger. The higher, the faster the

Motion sensors (PIR
Trigger Sensitivity)

motion sensor is triggered. We recommend using the middle mode.

Capture series

1 photo, 2 photos in series,
3 photos in series

Specifies the number of images made when triggered.

Video length

5s, 10s, 20s, 30s, 1 min, 2 min, 5 min

Adjust the recording time of the video.

Video resolution

1920x1080p, 1280x720p,
640x480p

Set the resolution of videos, e.g. 1920x1080p or 1280x720p.

Photo resolution

2MP, 3MP, 5SMP, 8MP, 12MP, 16MP

Set the resolution of photos.

Stamp

Camera name, Time & date, Date format,
Moon phase, Temperature, OFF

Select whether to print the date and time or moon phase on each
photo taken by the camera or select OFF for no imprint.

Temperature setting

“C/F

Select the preferred Temperature unit. Is visible on images.
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IR Brightness High, middle, low This function is used to set the radiation brightness of the infrared lights.
Select the illuminance suitable for the respective operating environment.
The IR brightness has a considerable influence on the battery life.

Language Deutsch, English, Frangais, Espafiol, Choose your language.

Italiano, Chinese, Japanese

System Time Here you can set the date and time.

Time lapse ON/OFF With this setting, the camera will automatically take pictures at a
set interval. This function can work together with the timer function
(Timer setting). (Note: In this mode, the PIR sensor is disabled, the
camera will not record video).

Timer Setting ON/OFF Decide when the camera starts and stops recording. If Time Lapse is
active, a video will be created from the captured photos at the end.
Without time lapse, photos will be taken at a time interval with the
value set in the "PIR Interval".

Camera Name ON/OFF Give the camera a name for identification.

Password ON/OFF Setup a password to protect your camera.

Audio recording ON/OFF Choose if camera should record sound in video mode.

Beep sound ON/OFF Menu button sound on or off

Firmware Shows the version number.

Default YES/NO Resets all the settings of the user and resets to default settings
(factory settings).

Format YES/NO Formats the sd card. All data on the card will be deleted.
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4.3 How to delete images or videos

CAUTION: Performing this action will erase all data irrevo-

cably on the card! Perform a backup of your data first.

a) Switch to the TEST mode.

b) Press MODE repeatedly to enter playback mode.

c) Press MENU to display the menu.

d) Choose between "Delete One" and "Delete All". In this
menu you can also protect files from accidental deletion
(Protect, Unprotect). Does not protect against format-
ting! Press OK to confirm.

e) Press OK to perform the operation and return to the play-
back mode.

4.4 Format SD card

Connect the camera via the supplied USB cable to your
computer. The content of the memory card is displayed as
an external hard disk on the computer.

The camera supports 3 kinds of file formats, FAT12,

FAT16 and FAT32. The default value is FAT32 to save
pictures and videos. Here are some related notes:

42

+ Normally, there is no reason to change the file format.
Unless your equipment has problems reading the SD
card. When this happens, reformat the SD card directly
on the camera or on your computer. Then insert the
card into your camera and try again.

+ The default file format of the camera is FAT32, which
can be read by most computers. When you format
an SD card for your camera with your computer, you
should choose the FAT32 file format.

4.5 Save Photos or Videos to your computer

Connect the camera via the supplied USB cable to your
computer. The contents of the memory card is displayed
as an external hard disk on the computer. Look for the
"DCIM" folder. In the menu that appears, there is another
folder "T0OMEDIA". You can copy or cut selected files and
transfer them to your hard disk.
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4.6 Mounting and positioning of the camera

Once you have set the camera parameters, you can mount
the camera at a suitable position. In order to obtain
optimal image quality, the camera should be placed about
0,5 meters (1.6ft) away from the subject. The best results
at night can be achieved if the subject is within the flash
range of the camera, ideally between 0 m (0ft) and T m
(3.2ft).

There are different ways to mount the camera:
With the included Mounting bracket, the mounting strap or
with the tripod thread.

Using the mounting bracket:
See ,Mounting at the birdhouse” auf Seite 36.

Using the adjustable belt:

Slide one end of the belt through the two brackets on the
back of the camera. Fasten the belt securely around the
tree trunk with a diameter of about 15 cm (6 in.).

Using the tripod mount:

The camera is equipped with a threaded socket on the
rear for mounting on a tripod or other mounting accesso-
ries with a 1/4" tripod thread.

Privacy PROTECTION!

The device is intended for private use.

Please heed the privacy of other people. Do not use the
camera to look into apartments, public spaces, along
walking or hiking trails or heavy frequented locations.

*not included with your purchase
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Appendix: Technical specifications

Power Supply

4xAA or 8xAA, 6V

Temperature detection

supported

Image Sensor 2MP Color CMOS sensor,
16MP interpolation
Lens F=2.2,f=3.5, Field of View = 90°
Auto IR CutRemove (at night)
Display screen 2.0"LCD (5.08 cm)

PIR detection range

0-2m

Standby time approx. 6 month (8pcs. AA batteries)
Dimensions 150 x 102 x 71 mm

Weight 2689 (without batteries)
Weatherproofed IP66

PIR Sensitivity

Adjustable (high, middle, low)

Modes of operation

Photo, Video, Photo+Video, Time Lapse

Memory Card*

SD-Card, up to 32 GB

Image Resolution

16MP, 12MP, 8MP, 5SMP, 3MP, 2MP

Videoauflosung

1920x1080p, 1280x720p, VGA

Video runtime

Operational, 5s - 5min

Languages EN, FR, CN, DE, JR ES, IT
Lautsprecher Yes, integrated
Operation Day/Night

Trigger Time <0.6s
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Troubleshooting

Problems

Possible Causes

Solutions

The camera cannot be turned on.

Low battery or wrong battery model.

Replace with fully charged batteries of the
correct type.

Wrong battery installation.

Refer to the instructions to install the
batteries in the correct way.

Incorrect specification or connection of external
power supply.

Use a appropriate external power supply
and proper connection.

Photos are normal during the day,
but dark at night.

Low power or insufficient external power current,
the infrared lamp does not work normally.

Replace with fully charged batteries of the
correct type.

When using a external power sup-

ply, the camera can't work normally.

Poor power contact.

Check the interfaces to ensure that they
are firmly connected.

External power source error.

Replace the external power supply.
Requirement: output voltage: DC 6V.

The camera can not work under too low
voltage, but over voltage will damag ethe
camera.

The camera can't shoot automa-
tically.

The PIR sensor is not working when the camera is
on the time lapse function.

Turn off the time lapse function.

Cannot switch to "Video" or "Photo
+ Video" mode.

The time lapse function is on.

Turn off the time lapse function.
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WARRANTY & SERVICE
The regular guarantee period is 5 years and begins on the

day of purchase. You can consult the full guarantee terms
and details of our services at www.bresser.de/warran-

ty_terms.

&
[=]

www.bresser.de/P3310006
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Contact

Bresser GmbH
Gutenbergstralde 2
46414 Rhede - Germany

www.bresser.de

Hotline*: +49 28 72 80 74 210

B E B2 0B @BresserEurope
Irrtimer und technische Anderungen vorbehalten. ®
Errors and technical changes reserved. ‘B BRESSER
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